Instructions for modifying width of course to 10.1m as follows. 

Press the blue, green, yellow and red buttons all at the same time

and then release them - this places the unit into an advanced configuration mode

Rotate the rope length dial to 18.25m

Press the blue and green buttons to increase or decrease the width

by 0.1m - with the horn pointing away from you, the button on the right increases the width, the one on the left decreases it

After you stop pressing the button, the internal buzzer will sound

several times - the sound comprises a series of long tones followed by a series of short tones - the tones are broken up into groups of 3 (the long tones represent the number before the decimal point and the short tones represent the number after the decimal point in the course width).  Here are a couple of examples:
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You can use the button a few times, listen to the pattern and then use either button again to increase/decrease as necessary until you get to the pattern for 10.1 (i.e., 3 long, pause, 3 long, pause, 3 long,  pause1 long, pause, 1 short).

Now turn the dial to 14m., check this fine tuning setting with the Red button and then adjust it with the Blue and Green buttons as above to give 2 beeps (it used to be 4 beeps). 

When you have got the values adjusted correctly, press the red, blue

and green buttons altogether and then release them to return from advanced configuration.

Warning - do not do anything in the advanced configuration mode with the rope dial set to anything except 18,25m or 14m.  This will change other settings with unpredictable results.

Good luck.

